	TRANSPARENT BUILDING COMPONENT PERFORMANCE REPORT 	Version 1.1
Performance Determined According to the “B.C. Reference Procedure for Using THERM to Determine Window Performance Values for Use with the Passive House Planning Package” Version 1.1

	 
	 [Model Output]

	Manufacturer: 
	
	

	Product Name:
	
	

	Address:
	
	

	Phone:
	
	

	Email:
	
	

	 (W/m2•K)
	

	Passive House
	NFRC
	

	



BC Reference Procedure
	
	



	
	Passive House (EN 673/ISO 10077-2)
	NFRC (NFRC-100)1

	
	Category: Choose an item.
	Product Type: Choose an item.

	Spacer
	
	

	 (W/m2•K)
	
	

	Width (mm)
	
	

	Height (mm)
	
	

	Frame Section
	Width
mm
	
W/m2•K
	
W/m•K
	
	Width
mm
	
W/m2•K
	
W/m2•K

	Head / Top
	
	
	
	
	
	
	

	Sill / Bottom
	
	
	
	
	
	
	

	Jamb / Side
	
	
	
	
	
	
	

	Horizontal Meeting Rail
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	



	The thermal modeling results presented in this report were determined in general accordance with the applicable modeling standards: ☐ EN673:2011, ☐ ISO 10077-2: 2017, ☐ ISO 15099: 2003, ☐ NFRC 100 – 2017.

	Modeled By: Click or tap here to enter text.
	Certified Professional Signature & Review Comments





	Firm:
Click or tap here to enter text.
	

	Address: 
	

	Phone:
	

	[bookmark: _GoBack]Email: Click or tap here to enter text.
	Date: Click or tap to enter a date.




